Materials and Resources

Construction waste minimized due to
construction methods

50+% recycled construction waste
20+% combined post-consumer plus
50% of post-industrial

20+% regional materials (within 500
miles)

50% regionally harvested raw materials
Use of FSC Certified Wood blocking
and casework

Use of compressed straw ceiling panels
Use of glass cullet (recycled glass) for
planting area sub-base

Non-toxic stainless steel termite barrier
Organic fertilizer, mixed organic
compost

Integrated Pest Management plan for
and Public Health Authority approved
use of pesticides

Indoor Environmental Quality

Smoking prohibited in side building
60% CO_ monitoring to control
ventilation

Complied with ASHRAE 62 and129 for
ventilation effectiveness

Implemented an [AQ management plan
during construction and preparing a 2-
week flush-out plan

Paints, sealants, coatings, adhesives,
engineered wood products and carpets
compliant with LEED* IEQ Credit 4
Maintained views to the exterior for
over 90 % of the workplace

Developing an operational plan to
monitor [AQ

Chemical pollutant source control —
entryway mats, janitor closet exhaust of
cleaning product chemical fumes, use of
green housekeeping

Innovation and Design

Reduced PVC contained materials by
75+% (except for wiring and com.
cable)

Use of 45% by volume of fly ash
replacement of cement

Interior signage explaining sustainable
features of building design, materials
and systems

Tilt-up concrete frame, reduced form
work and waste, increased quality of
surface finish




