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Table 4: Lighting Schedule

ROOM DESCRIPTION |

Foot Candles
Maintenance Factor
Reflectance

Source Type

Power Density

Core Areas | | | | |

Lobby 15 75% 10-50-80 F 3

Public Restrooms 20 75% 10-50-80 F
Administration

Office & Workroom 50 75% 10-50-80 F 2

Conference Room 30 75% 10-50-80 F 2
Support 50 75% 10-50-80 F 2
Locker Rooms 20 75% 10-50-80 F 2
Gymnasium 50 75% 10-50-80 F 2
Group Exercise 50 75% 10-50-80 H/F 3
Fitness Equipment Spaces 50 75% 10-50-80 F/| 2
Racquetball Courts 50 75% 10-50-80 H/F 3
HAWC
Reception/Lobby 15 75% 10-50-80 F 3
Office Space & Classroom 50 75% 10-50-80 F 2
Computer Resource Lab 50 75% 10-50-80 F 2
Ergometry & Fitness Testing 50 75% 10-50-80 F 2
Wellness Assessment 50 75% 10-50-80 F 2
Resource Library 50 75% 10-50-80 F/| 2.5
Janitor Closet/Storage 15 75% 10-50-80 F 1

Enhanced Areas

Lap Pool 30 75% 10-50-80 H/F 2
Indoor Track 30 75% 10-50-80 F 2
DV Locker Rooms 20 75% 10-50-80 F 15
HAWC Kitchen/Food Demonstration 30 75% 10-50-80 F/ 2
HAWC Relaxation Room 15 75% 10-50-80 I 1.5
Massage Room 30 75% 10-50-80 F 2
Expanded Retail Area 30 75% 10-50-80 F 2
Expanded Juice Bar 30 75% 10-50-80 F/l 2
Child Play Area 50 75% 10-50-80 F/ 2
Spa 20 75% 10-50-80 F 1.5
F = Fluorescent, H = HID Type (Metal Halide Fixture), | = Incandescent

Note: Indented areas are within the above “Core Area”.



