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SECTION 01150 - REMODELING PROCEDURES

PART 1 - GENERAL

1.1
RELATED DOCUMENTS

A.
Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 1 Specification Sections, apply to this Section.

1.2
SUMMARY

A.
Remove designated building equipment and fixtures.

B.
Remove designated partitions and components.

C.
Cap and identify utilities.

1.3
PROTECTION

A.
Conduct demolition to minimize interference with adjacent building areas.  Maintain protected egress and access at all times.

B.
Prevent movement or settlement of structures.  Provide and place bracing or shoring and be responsible for safety and support of structure.  Assume liability for such movement, settlement, damage, or injury.

C.
Cease operations and notify the Architect immediately, if safety of structure appears to be endangered. Take precautions to support structure properly.  Do not resume operations until safety is restored.

D.
Provide, erect and maintain temporary barriers and security devices.

1.4
EXISTING SERVICES

A.
Arrange and pay for disconnecting, removing and capping utility services within areas of demolition.  Disconnect and stub off.

B.
Place markers to indicate location of disconnected services.  Identify service lines and capping locations on project record documents.

PART 2 - PRODUCTS (Not Used)

2.1
MATERIALS (Not Applicable)

PART 3 - EXECUTION

3.1
PREPARATION

A.
Erect weatherproof closures for exterior openings.

B.
Protect existing items which are not indicated to be altered.

C.
Locate guard rails in stairwells and around open shafts to protect workers.  Post clearly visible warning signs.

3.2
DEMOLITION

A.
Demolish in an orderly and careful manner as required to accommodate new work, including that required for connection to the existing building.

B.
Except where noted otherwise, immediately remove demolished materials from site.

C.
Remove materials to be reinstalled or retained in a manner to prevent damage.  Store and protect.

D.
Repair all demolition performed in excess of that required, at no cost to the Owner.

E.
Remove and promptly dispose of contaminated, vermin infested or dangerous materials encountered.

F.
Remove demolished materials, tools and equipment from site as work progresses.  Upon completion of work, leave site in a condition acceptable to the Architect.

3.3
RENOVATION

A.
Make new work fit to existing work.  Where a new wall is attached to an existing wall, paint the entire wall with new paint.

B. Match new materials and systems with existing materials unless the existing materials are being removed.
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